
NTE Sistemas LED Street light LEF-LT

NTE LED Street Light LEF-LT
High effi  ciency street light, elegant and compact design with the best features for street 
lighting.
With symmetric and asymmetric optics according to the needs of the location.
Possibility of applying anti-corrosion fi nishes, for environments with high salinity or
atmospheres with corrosive gasses.
Protection IP66 and impact resistant IK09, standard color RAL 9007.
Integrated IP67 KLASSE I Driver. Input Voltage 95-270Vac, 48-63Hz Power factor ≥96%
LED 3535 L90B10 with a superior effi  ciency up to 194 lm/W.
Estimated useful life exceeding 100.000 hour. Manufacturers warranty 5 year.
Easy installation with 0 - 90° interchangeable position arm.
Pole aperture of Ø60 mm. Weight 4,6 kilo. 
Light angle standard optic symmetric 120°
Dimmable (except the 4K). Optional with motion sensor.
Overvoltage protected 20KV.
Also available with asymmetric optics T2 135x60°, T3 155x60°, LD 150x45°
It integrates a safety system of electrical disconnection by lid opening.
Can be used in combination with the NTE SOLAR KIT
Column Conventional shows the equivalent of a discharge lamp

Article No. Description Watt LED Watt Lumen Flux LED Flux Lumen CRI Color Equivalence

83NTE0050 LEF-LT 4K 24 27 4.084 3.803 74 2200K 100W

83NTE0051 LEF-LT 6K 36 40 6.467 6.022 74 2200K 150W

83NTE0052 LEF-LT 9K 48 53 9.297 8.657 74 2200K 200W

83NTE0053 LEF-LT 12K 72 80 12.933 12.043 74 2200K 300W

83NTE0054 LEF-LT 4K 24 27 4.084 3.803 74 2700K 100W

83NTE0055 LEF-LT 6K 36 40 6.467 6.022 74 2700K 150W

83NTE0056 LEF-LT 9K 48 53 9.297 8.657 74 2700K 200W

83NTE0057 LEF-LT 12K 72 80 12.933 12.043 74 2700K 300W

83NTE0058 LEF-LT 4K 24 27 4.084 3.803 73 4000K 100W

83NTE0059 LEF-LT 6K 36 40 6.467 6.022 73 4000K 150W

83NTE0060 LEF-LT 9K 48 53 9.297 8.657 73 4000K 200W

83NTE0061  LEF-LT 12K 72 80 12.933 12.043 73 4000K 300W

83NTE0066 Optional motion sensor - - - - - - -

83NTE00..P Including optional anti-saline coating - - - - - - -

Light scattering type LEF-LT 12K

Light scattering type LEF-LT 9K

Light scattering type LEF-LT 6K

Light scattering type LEF-LT 4K
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