
Radium Metal Halide Discharge Lamps

Article No. Description DxL mm Colour Wattage Lumen Voltage Packed

832021R HRI-T 250W/D/PRO/230/E40 46x226 5500K 260 19.000 230V 12 pcs

832023R HRI-T 1000W/D/230/E40 76x345 7250K 1.000 85.000 230V 6 pcs

832025R HRI-T 2000W/D/400/E40 106x430 7450K 2.050 180.000 400V 4 pcs

832025RB HRI-T 2000W/D/I/400/E40 * 106x430 7450K 2.050 180.000 400V 4 pcs

832025RW HRI-T 2000W/N/I/400/E40 * 106x430 4300K 2.000 200.000 400V 4 pcs

Radium Metal Halide Discharge Lamps HRI-T
Metal halide lamp with quartz burner, tubular bulb clear, daylight, base E40. 
Operation in enclosed luminaire, with ballast and ignitor. Burning position h180. 
HRI-T 250W Average lifespan 12.000h. Lamp survival factor at 12.000h 0.50.
HRI-T 1000W + 2000W Average lifespan 9.000h. Lamp survival factor at 8.000h 0.58 to 0.62.
Energy label G. Ra 92.
* = No ignitor required

Radium Metal Halide Discharge Lamps HRI-E
Metal halide lamp with quartz burner, elliptical bulb coated, daylight, base E40. 
Operation in enclosed luminaire, with ballast and ignitor. Burning position h180. 
HRI-E 250W Average lifespan 16.000h. Lamp survival factor at 12.000h 0.50.
HRI-E 400W Average lifespan 16.000h. Lamp survival factor at 12.000h 0.81.
Energy label G. Ra 90.

Article No. Description DxL mm Colour Wattage Lumen Voltage Packed

831621R HRI-E 250W/D/PRO/230/E40 90x226 5200K 250 18.000 230V 12 pcs

831622R HRI-E 400W/D/PRO/230/E40 120x290 5200K 430 34.000 230V 12 pcs

Radium High Pressure Sodium Discharge Lamps RNP-E/LR
High pressure sodium lamp long run (4Y), elliptical bulb coated. 
Operation in enclosed luminaire, with ballast and ignitor. Burning position h180. 
RNP-E 50W Average lifespan 28.000h. Lamp survival factor at 20.000h 0.96.
RNP-E 70W Average lifespan 30.000h. Lamp survival factor at 20.000h 0.96.
RNP-E 100W Average lifespan 36.000h. Lamp survival factor at 20.000h 0.90.
RNP-E 150W Average lifespan 36.000h. Lamp survival factor at 20.000h 0.95.
RNP-E 250W Average lifespan 36.000h. Lamp survival factor at 20.000h 0.95.

Radium High Pressure Sodium Discharge Lamps

Article No. Description DxL mm Colour Wattage Lumen Voltage Base E label Packed

830808R RNP-E/LR 50W/S/230/E27 71x156 2000K 54,5 4.000 230 E27 G 24 pcs

830809R RNP-E/LR 70W/S/230/E27 71x156 2000K 75,4 6.600 230 E27 G 24 pcs

830810R RNP-E/LR 100W/S/230/E40 76x183 2000K 103,6 10.100 230 E40 F 12 pcs

830811R RNP-E/LR 150W/S/230/E40 76x226 2000K 160,3 17.000 230 E40 F 12 pcs

830812R RNP-E/LR 250W/S/230/E40 76x226 2000K 255,0 31.600 230 E40 E 12 pcs

Radium High Pressure Sodium Discharge Lamps RVP-T/LR
High pressure sodium lamp long run (Y4), tubular bulb clear. 
Operation in enclosed luminaire, with ballast and ignitor. Burning position h180. 
RNP-T 50W Average lifespan 28.000h. Lamp survival factor at 20.000h 0.82.
RNP-T 70W Average lifespan 30.000h. Lamp survival factor at 20.000h 0.90.
RNP-T 100W Average lifespan 36.000h. Lamp survival factor at 20.000h 0.90.
RNP-T 150W Average lifespan 36.000h. Lamp survival factor at 20.000h 0.95.
RNP-T 250W Average lifespan 36.000h. Lamp survival factor at 20.000h 0.95.
RNP-T 400W Average lifespan 36.000h. Lamp survival factor at 20.000h 0.93.
RNP-T 600W Average lifespan 32.000h. Lamp survival factor at 20.000h 0.95.

Article No. Description DxL mm Colour Wattage Lumen Voltage Base E label Packed

830800R RNP-T/LR 50W/S/230/E27 36x156 2000K 56,0 4.200 230 E27 G 12 pcs

830801R RNP-T/LR 70W/S/230/E27 36x156 2000K 76,9 6.400 230 E27 F 12 pcs

830802R RNP-T/LR 100W/S/230/E40 47x210 2000K 105,2 10.300 230 E40 F 12 pcs

830803R RNP-T/LR 150W/S/230/E40 47x210 2000K 161,1 17.500 230 E40 F 12 pcs

830804R RNP-T/LR 250W/S/230/E40 47x257 2000K 267,4 31.600 230 E40 E 12 pcs

830805R RNP-T/LR 400W/S/230/E40 47x285 2000K 415,5 56.500 230 E40 E 12 pcs

830806R RNP-T/LR 600W/S/230/E40 47x285 2000K 600,0 90.000 230 E40 E 12 pcs


